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TESTING INNOVATION SAMPLING COOPERATION

PRECISION ADJUSTMENT
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Slit / Slot Die

158 Feature
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With 3D computer simulation software, analyzing fluid characteristics,
and design flow channel, all products are customized based on each
customer’'s needs. By having 20 years of experience in this industry,
GMA has confidence in providing best service from designing to
assembling.
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GMA introduced the latest ultra-precision equipment and advanced grind-
Ing technology to process the lip straightness within 2 um- it reduces the
deviation of coating film.
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Slot Die Coating

IR4E TR ALE M EE Slot Die Coating Station

1 ERSEZEREERHER  BEEE/FEEE2um - RHEHE
e EiZRa0.02um.
High precision slot die with straightness and flathess at
2um. Surface roughness below Ra.0.02um

2. eBEZERBAR/EEE2um - REMBEMRERmMax1.0S

High precision coating roller with Surface Roughness:
Rmax 1.0S, Roundness and Straightness: below 2um

S.EFHETEMZESE - BHAETum
Index knob movement with digital gap display.
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Tungsten Carbide Lip

- Cleaning device for coating roller

Inspection window

Die position adjustment design
Vacuum system

Jumping system by air cylinder
Nickel plating surface of all station.

Die Position Adjustment
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Slot & Comma Coating

REZEMRE Coating Stations and Cassettes
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GMA is able to modify/improve your current
station in the simplest way; the current
Comma coating can be kept, in addition, with
the utilization of the back roller and
driven-system, the modified coating station
will be equipped with two coating functions.
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Micro-gravure Coating

M ZE#REE Micro-gravure Coating Station

1. ERBKEREZEHESHEEMNEE

High precision production for low viscosity
and low coating thickness.

2 WEESEE - MMREwIFRRTER
Easy disassemble Micro-Gravure roller
and light-weight station.
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